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P o ianremeeonn 2 $84000 Conveyor Lubricator

Lubricator for open trolleys (outside-in) and chain pins (through the beam) of “I”” beam type conveyors
Self Contained (requires only lubricant, compressed air, and electricity)

[ | Reduces downtime and manual labor in u Keeps conveyor from surging and product
lubricating conveyor from swaying

m Automatically squirts measured shots of u Uses ALL LUBRICANTS from “dry film” (ISO 2)
lubricant into Trolleys and Chain Pins through “synthetic oil” (ISO 100)

m DOESN’T DRIP - has check valve near end u Lubricant output volume for each nozzle is
of each nozzle independently adjustable from .003 to .03 cc

Two-gallon (7.5 liter) Reservoir

. . Ports for optional
with low-level switch

remote fill

Compressed
- @EEyE= air IN port
Electrical g [
Control Panel asza ©

with LCD screen - Air pressure regulator
programmablé /‘ : adjustment for
count controller - lubricant velocity
and vari-speed control

shot placement ﬁh =4 .'\
: oiE Separate lubricant

volume adjustment

Trolley Proximit
y ximiy for each nozzle

Sensor

Durable Nozzles
include check
valves

Chain Proximity
Sensor

CHAIN and TROLLEY are NOT

INCLUDED NOT FOR USE WITH PLASTIC WHEELS
Sample Program Screen DESCRIPTION
Pneumatic shot lubricator for open trolleys (outside-in) and chain
G.rreevesine.  PINS (through the beam) of "I" beam conveyor has two gallon steel
POWER @ www.gpreevescom  reservoir, low level float switch, LOW LEVEL indicator light, and
' (688)399-88%3  microprocessor with programmable count controller. Lubricant

volume for each lube point is adjustable from .003 cc minimum to
.03 cc maximum per lube point per shot and lubricator is designed
for all lubricants with viscosities from ISO 2 to ISO 100 (dry-film to
SAE 30) that are compatible with Viton seals. Lubricator requires a

minimum of 60 p.s.i. compressed air and 120 v.a.c. for operation
n and will be mounted on a 24" long modified section of "I" beam
C L] L ] L]

Chain Counter:

a2 I

Lr

painted either blue or green. Customer to specify paint color.
LB 8P iioE o Lubricator will operate at conveyor speeds of up to 80 feet per
CYCLE CYCLE LEVEL minute in either direction. Available for X228, X348, X458, and X678

conveyor. Contact factory or see price list for the various models.
Shows POWER ON and unit in LUBE
CYCLE with all but 20 segments of a 982
segment long chain already lubricated
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SS4000 LUBRICATOR DIMENSIONS

I Allow a minimum Allow 10” behind
of 12” above “I” beam for
lubricator as Front of lubricator lubricator frame
access for filling and pivoting
and service sensor bracket

16”

247

A

A 4

The location of the lubricator on a conveyor used for paint finishing is critical. Accessibility to the “front” of
the lubricator (control panel, display screen, dispenser adjustment knobs, pressure adjustment knob,
nozzles, and proximity sensors) is very important. This lubricator is capable of operating in either conveyor
travel direction so it can be installed with its “front” accessible at any desired location on the conveyor. The
unload-load area of the conveyor is an ideal location for lubricator installation because the conveyor is
usually closer to working height and the chain may be cooler. If the lubricator is installed too close to the
spray washer, some lubricants may not penetrate the wear points before the conveyor enters the washer
where poorly functioning conveyor shrouds may allow the lubricant to be washed off. If possible, the
lubricator should be installed where there are no parts hanging from the conveyor but this may not be
necessary for conveyors with sanitary hooks because a pan can be installed directly under the lubricator.

G. P. Reeves Inc. Serving Industry Since 1971 Copyright 2008




